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TABLE I. DEVICE PARAMETERS  1/

JPL PART #
ST12248-

GENERIC
PART #

MFR MFR
PART #

PKG (INCLUDE
EPINS STD TYPE
IF DIFFERENT)  2/

DETAIL
SCREENING

TESTS

ELECTRICAL
CHARACTERISTICS &

GROUP A TESTS

RADIATION
(TID) LEVEL

RAD(Si)

QN1410HR

QN1470HR

AT41410

AT41470

AVA

AVA

AT41410

AT41470

STRIPLINE (100MIL)

STRIPLINE (70MIL)
TABLE III TABLE IV 100K   3/

NOTES:

1/   THIS DRAWING, IN CONJUNCTION WITH CS515581, IMPOSES ALL REQUIREMENTS FOR PROCUREMENT OF THESE
     DEVICES.

2/  PHYSICAL DIMENSIONS SHALL CONFORM TO  FIGURE 1.

3/  SUFFICIENT RADIATION TOLERANCE TO THIS TID LEVEL IS GUARANTEED BY DESIGN FOR THIS DEVICE (SEE CS515581,
     PARAGRAPH 4.7.7).

4. THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.
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FIGURE 1. PHYSICAL CONFIGURATION
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TABLE II. MANUFACTURERS MAXIMUM RATINGS (TC=25°C)

PARAMETER RATING UNITS

VEBO 1.5 Vdc

VCBO 20 Vdc

VCEO 12 Vdc

IC 60 mA

PT 500 mW

RTH (J-C)

QN1410HR

QN1470HR

170

175

°C/W

°C/W

TOPR, TSTG -65 TO 200 °C

TABLE III. DETAIL SCREENING TESTS

SCREEN
(SEE MIL-S-19500, TABLE II)

TEST CONDITIONS/REQUIREMENTS

3. TEMPERATURE CYCLE 20 CYCLES, -65  TO 175 °C, 10 MINUTES MINIMUM AT EXTREMES

9. INTERIM ELECTRICAL PARAMETERS ICBO,  ICEO,  HFE  PER TABLE IV.

10. HIGH TEMPERATURE REVERSE BIAS (HTRB) MIL-STD-750, METHOD 1039, CONDITION A
48 HOURS MINIMUM, TA=150 °C, VCB=16 Vdc

11. INTERIM ELECTRICAL AND DELTA
     PARAMETERS

ICBO, IEBO, HFE PER TABLE IV.

DELTA LIMITS: ∆ICBO= ±100% OR ±50nA,
 WHICHEVER IS GREATER
                          ∆IEBO=  ±100% OR ±250nA,

WHICHEVER IS GREATER
        ∆HFE = ±25% OFINITIAL

12. POWER BURN-IN MIL-STD-750, METHOD 1039, CONDITION B.

240 HOURS MINIMUM,  TJ=150°C

13. FINAL ELECTRICAL TESTS

      A. PARAMETERS

      B. DELTA LIMITS

TABLE IV, SUBGROUPS 2 AND 3

SAME PARAMETERS AND DELTA  LIMITS AS 11 ABOVE.
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TABLE IV. GROUP A ELECTRICAL TESTS

TEST MIL-STD-750 TEST CONDITIONS LIMITS
METHOD

MIN MAX UNITS
SUBGROUP 2

DC PARAMETERS(TA=25°C)

COLLECTOR CUTOFF
CURRENT, ICBO

3036 VCB= 8 V 200 nA

EMITTER CUTOFF
CURRENT, IEBO

3061 VEB=  1 V  1.0 uA

FORWARD CURRENT
TRANSFER RATIO, HFE

3076 VCE= 8 V, IC= 10 mA 30 300

COLLECTOR-BASE
CAPACITANCE, CCB

3241 VCB= 8 Vdc,  f= I  MHZ 0.4 pF

SUBGROUP 4
 RF PARAMETERS (TA=25°C)

OUTPUT POWER AT
1 dB COMPRESSION,
P1dB

3320 IC= 25 mA, VCE= 8 V
f= 2 GHz
f= 4 GHz

16
15

dBm
dBm

GAIN AT 1 dB
COMPRESSION,
G1dB

3320 IC= 25 mA, VCE= 8 V
f= 2 GHz
f= 4 GHz

12
 8

dB
dB

SUBGROUPS 3 AND
5 THROUGH 7      1/

1/  THESE TESTS NOT REQUIRED UNLESS SPECIFIED.



Filename: ST12248A.DOC
Directory: H:\USERS\514\SPECS\ACT-DETL
Template: F:\USERS\EPOWELL\WINWORD\SPEC.DOT
Title:
Subject:
Author: Ed Powell
Keywords:
Comments:
Creation Date: 05/25/93 2:06 PM
Revision Number: 21
Last Saved On: 06/29/93 9:32 AM
Last Saved By: Ed Powell
Total Editing Time: 886 Minutes
Last Printed On: 08/09/95 3:55 PM
As of Last Complete Printing

Number of Pages: 3
Number of Words: 485 (approx.)
Number of Characters: 2,769 (approx.)


